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PopSet RAG I 


The feasibility of using a fluid momentum transfer device to 
Sonirol tie aivilude of space vehicles is investigated and trends sm the 
variation of system weight associated with the use of fluids with differ- 
ent physical properties are determined. 


The results indicate that devices of this type can provide adequate 
control with good response time and no steady state position error if 
they are used in conjunction with an auxiliary mass expulsion systern, 
The principal advantage of this type of system is that it can provide 
the torques necessary to maneuver the vehicle and to cancel disturb- 
ance torques with time average values of zero without expelling mass 
from the vehicle. This reduces the amount of fuel that has to be 
carried and can greatly extend the length of missions. 


Information is presented on the design of fluid momentum transfer 
attitude control systems as well as information pertaining to the re- . 
lative merits of the different fluids that can be used, 


Thesis Supervisor: Hi, Pee Richardson 
Associate Professor of Mechanical Engineering, 
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INTRODUCTION 


1.1 General Introduction to Space Vehicle Attitude Control 


As a vehicle orbits the earth or moves from point to point in 
space its angular position with respect to its moving reference Baca 
must De precisely controlledii it is to perform any useful function. 
Hust how precise this control must be is dependent on the type of mis- 
sion that the vehicle is to perform. In general it is required that the 
vehicle be able to rotate about three mutually perpendicular axes. 
These axes and the nomenclature associated with thera are shown in 


Figure (1.1). 


m2 Purpose and scope of Thesis 


The object of this investigation is to study the feasibility of 
controlling a space vehicle's attitude by using a fluid momentum trans- 
fer device. Until now attitude control of large space vehicles general- 
ly has been accomplished by means of mass expulsion systems. Mass 
expulsion systems provide the necessary control torques by expelling 
mass through nozzles exterior to the vehicle. This is an effective 
means of control except that it requires that the vehicle carry the 
mass to be expelled along with it. For extremely long missions a 
great deal of mass would have to be carried. Because of this reason, 
itis desirable to have a system which can control the attitude effec- 
tively for long missions and at the same time does not require the 
consumption of excessive amounts of fuel. Momentum storage de- 
vices appear to be a solution to this problem, since they cae c.rovies 
control without expelling large amounis of mass from the vehicle. 
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FIGURE (1.1) COORDINATE SYSTEM 





whe specitie objectives of this investigation are: 


1.) To study the dynamics of a fluid momentum transfer 
attitude control system. 

2.) To develop a means of providing control which will 
enable the vehicle to maneuver and to maintain attitude in the pres- 
ence of outside disturbances. 

3.) To present information about how the use of differ- 
ent fluids effects the system weight of a fluid momentum transfer 
Gevice. 

4.) To determine any trends associated with how the 
system weight varies with the design of the momentnm transfer de- 


Pmee and control requirements 


1.3 Proposed System 


The proposed system consists of three separate closed loops 
Gietibine whichwuum areund tae perimeter of the vehicle. The I@gps 
are so arranged that the planes of the loops are perpendicular to the 
three principal axes of the vehicle and are therefore perpendicular 
to each other. See Figure (1.2). Each loop is filled with a fluid which 
can be pumped in either direction around the loop by a separately con- 
trolled pumping device. Accelerating the fluid in one of the loops pro- 
duces a torque on the vehicle about the axis perpendicular to the plane 


Se tiat loop and opposite in direction to the acceleration of the fluid. 


The system is used to produce torques for two purposes. First, 
the torques produced can cause the vehicle to be rotated to a new po- 
sition, thus maneuvering the vehicle. Second, the torques produced 
@an be used to cancel out the rotations caused by externally or inter- 


nally applied torques, thus maintaining the attitude of the vehicle. 


Disturbance torques can be broken down into two basic classes, 
those which are periodic and those which occur randomly. Some of the 
periodic torques will act in one direction as much as they will in the 


a: 





, 
\ 


Ss 





PIGURE (1, 2) ROPOSED B@O@P ARRANGEMENT 





opposite, and therefore the time average torque over the period will be 
zero. These torques will require that the fluid in the loops be acceler- 
ated as much in one direction as il is in the other to maintain vehicle 
position. Thus there is no net change in fluid velocity from period to 
period. However the remaining disturbance torques act in one direc- 
Mom more than in thevother, and therefore will require the fluid to be 
accelerated in one direction more than it is in the other, resulting 

in an increase in fluid velocity. Over a period of time the fluid veloci- 
ty in the loops will build up to a considerable level. When the fluid 
velocity is high enough so that the pressure drop in the loop is equal 
to the maximum pressure that the pump is capable of supplying the 
tluid can no longer be accelerated and the fluid has reached its maxi- 
mum steady state velocity. This is called saturation. When saturation 
occurs the system is no longer capable of providing control. In order 
to prevent this from occuring the system must be equipped with an 


auxiliary mass expulsion system. 


This auxiliary system allows the fluid velocity to be reset to 
zero by producing a torque opposite to the one needed to decelerate 
the fluid. After the system has been reset it again is capable of sup- 
plying the necessary attitude control. With the type of system propos- 
ed it would be necessary for the vehicle to carry only enough fuel for 
the mass expulsion system to cancel out the disturbance torques which 
have a net average value. Disturbance torques are discussed more 


pally in Chapter 2. 


Themeoos ©: fie cireulatine fluid act very mucmihte auth. 
wheel and throughout. the rest of this report the loop, fluid, and pump 


combination will be referred to as a fluid flywheel. 


The basic control system block diagram is shown in Figure 
(1.3). This shows the relationship bet-reen the torques pred ad by 
the control system and the disturbance torques as well as the i*ir- 
relationship of the various components in the proposed system. 
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ime Theory of Operation 


The law of conservation of angular momentum states ''when a 
body or system of bodies is not acted upon by an unbalanced external 
torque, the angular momentum of the system about any fixed axis re- 
mains constant'’. Considering one axis of the vehicle and its associat- 


ed fluid flywheel, this law can be applied in the following manner. 


Assuming that both the vehicle and the flywheel are initially 
at rest, then the angular momentum about any particular axis is zero. 
H =Iw = 0 
(Symbols with associated units are defined in Appendix F) 


The total angular momentum is the sum of the angular momentum of 


the vehicle and the angular momentum of the fluid. 


ee id Tt, y ae a 
i aa 


ff thefluid is accelerated to a velocity of w, then the vehicie 


f 
must rotate in the opposite direction at the velocity wo . 
tne: 
Vv I, 
Vv 


Now, if the fluid is stopped at time t, the vehicle must also stop. 


iategrating both sides with respect to time: 
t 


ae 
J w dt = Tr wo, dt 


t t 
where ue Be dt = E_ , and J. oF dt = © o- 
Therefore, it can be seen that by rotating the fluid an angle of 


¢. that the vehicle rotates to an angle of - in the opposite direction. 


Assume now that an external torque is applied to the svstem. 


The vehicle will rotate and since the fluid is frictionally coupled to the 


(Se 





vehicle it also will rotate. It is usually desirable to eliminate the ro- 
tation of the vehicle caused by this external torque. Now the total an- 
gular momentum of the system is no longer anil to zero, but is equal 
to some vector quantity, H. It can be seen by the same reasoning as 
above that if the fluid were accelerated in the direction of the rotating 
vehicle it would eventually store all the angular momentum, H, inits 
rotation and the vehicle would stop rotating. However, now the fluid 
must be kept moving at a constant velocity. If the fluid were to stop 
the momentum stored in the flywheel would be transferred back to the 


vehicle and the vehicle would start rotating again. 


As mentioned in Section (1.3) there is a fluid velocity at which 
saturation occurs, therefore the system can only absorb 2 finite amount 
of angular impulse. The amount of angular impulse that the system can 
absorb is equal to the amount of angular momentum stored in the fly- 
wheel at saturation. This implies that a srnall torque acting for a long 
period of time or a large torque acting for a relatively short period 


Gietime will cause saturation 


For the purpose of illustration consider the example of a boy 
standing at the edge of a revolving merry-go-round, If the boy runs a- 
Pema the circumference of the merry-go-round and in the Same direc- 
tion as the rotation, he increases his angular momentum and because 
the total angular momentum must remain constant, decreases that of 
the merry-s-round. At some velocity of the boy all of the angular mo- 


mentum will be transferred to him and the merry-g—-round will stop. 


The problem is somewhat more complicated here because the 
space vehicle is free to rotate about-:three axes, and because of inter- 
axis coupling effects. Due to inter-axis coupling, if there is fluid mo- 
tion in the yaw loop and a torque is applied about the pitch axis, the 
vehicle will not only rotate about the pitch axis but will also rotate about 
the roll axis. This means that to cancel any disturbance torque, if there 


is momentum stored in one loop, all three of the fluid flywheels will 
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probably have to be used. 


It is important to note that the principle of operation is not de- 
pendent on the shape of the loop to be used, and in fact, the system will 
work with any loop configuration. Obviously a circular loop uses the 
mass of the fluid most effectively, however it may be desirable to use 


another configuration. 


feo §=Reasons For Using Fluids 


It is apparent from Section (1.4) that mechanical flywheels can 
also be used as momentum storage devices. A discussion of their use 
for an attitude control system follows in Chapter 6. There are specific 
advantages associated with the use of fluid flywheels, however. Fluidic 
and flueric systems have many inherent properties that make them es- 


pecially suited for this application. 


a.) Simplicity of the system - 

The actual control system consists of tubing, pumping 
devices, rate and position sensors, and associated electronic or 
mimetic Control circuits. All of these components can be simple in 
design and construction. This simplicity results in reduced cost and 


ie teased reliability. 


b.) Fewer moving mechanical parts - 

The system could actually be designed with no moving 
parts if an electromechanical pump were used. Explicit information 
about this type of pump is found in Chapter 4. If a more conventional 
pump were used it would be the only moving part. This reduces wear 
and increases system life and reliability which are essential require- 


ments for missions of long duration. 


ec.) Dual purpose of tubing - 
The tubing can be incorporated into the structure or Tha 


vehicle and thereby provide the dual function of structural member and 
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an attitude control system. 


d.) Center of vehicle is free - 
Since there are no spokes or shafts which might be 
required by a mechanical flywheel the center of the vehicle would not 


be obstructed. 


e.) Heat transfer medium - 
Fluids are suited for high temperature or radiation 
environments. They could be used as a heat transfer medium for some 


other system in the vehicle. 
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CHAPTER 2 


CONTROL REQUIREMENTS 


2,1 ‘Types of Vehicles 


The wide range of requirements for space vehicles and satel- 


lites can be grouped into four classes as proposed by Reference (1). 


Class A: These ‘are generally small, unmanned vehicles 
and require little or no control. Vehicles of this 
class such as the Tiros satellite have been ef- 


fectively controlled with spin-stabilization. 


Class B: This class consists of 400 to 2000 pound vehicles 
which require control about all three principal 
axes. The Nimbus meteorological satellite fits 


into this class. 


Class C: This class consists of medium size (2060 to 10000 
pounds) vehicles. Again these require control 


about all three axes. 


Class D: This class is reserved for future vehicles and 
Space stations larger than 10000 pounds. As with 
Classes B and C control must be supplied for all 


three axes. 


Throughout this investigation vehicles of Classes B, C, and D 
were considered because of their greater control requirements. Before 
the actual size of the fluid flywheel can be determined, the torques act- 
ing on the vehicles and the mancuvering requirements must be investi- 
gated. 

sillee 





2.2 Disturbance Torques 


There are several types of disturbance torques which act ona 
Space vehicle. Itis not the intent of this investigation to determine the 
magnitude or frequency at which they occur. They are only briefly des- 


cribed here to give the reader some insight into the problem. 


Externally Caused Disturbance Torques 


a.) Gravity gradient - 

A vehicle tends to align its axes of principal moments 
of inertia with the earth's gravitational field. When the longitudinal axis 
femiaclined to the orbital plane a torque is produced. The size of this 
homque is dependent upon the vehicle's distance from ihe center of the 
earth, the angle of inclination, and the difference between the magni- 


tudes of the principal moments of inertia. 


b.) Solar radiation pressure - 
This torque is produced if the force vector caused by 
solar radiation pressure does not pass through the center of mass of 
the vehicle. The size of this torque is dependent upon the surface area, 


shape, and mass distribution of the vehicle. 


ec.) Aerodynamic pressure - 

This torque is similar to (b), however the force is 
produced by aerodynamic pressure. Again the size of the torque depends 
upon the surface area, shape, and mass distribution of the vehicle as 
well as the orbital altitude since the aerodynamic pressure decreases 


with increasing altitude. 


d.) Meteorite impact - 
When a meteorite strikes a vehicle it imparts a momen- 
.tum transfer to the vehicle. The size of this depends upon the size cf 


ifesmetcorite ana relative velocity of the meteorite and the vc. isle. 
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Internally Caused Disturbance Torques 


a.) Interaction of electrical currents in the vehicle with the 


earth's magnetic field - 


fecu@rent tlowime in any conductor in the vehicle pro- 
duces an-electrical field. This field interacts with the earth's mag- 
netic field and produces a torque on the vehicle. A similar torque is 


produced by any magnetic field in the vehicle. 
b.) Expulsion of matter - 


As any matter is ejected from the vehicle (including the 


radiation of electromagnetic energy) a torque is produced. 
c.) Movement of equipment or personnel - 


The origin of these torques is self-explanatory and they 
will occur when an object is accelerated to change its position within the 
vehicle and again when it is decelerated. The size of the torque is de- 
Pemdent upon tne mass of tne object being moved, its acceleration and 


geceleration. 
deyetnten -dasicscoupliig = 


These torques are produced by gyroscopic action when 


the axis of any spinning part attached to the vehicle is rotated. 


Some of the disturbance torques mentioned above are cyclic in 
nature and will produce no net impulse acting on tne vehicte over the 
period. For example, if a manin the vehicle moves his arm, as he ac- 
celerates his arm he causes a torque to act on the vehicle. However, he 
will eventually have to stop moving his arm. When his arm is decelerated 
it causes a torque in the opposite direction. Regardless of how fast he 
accelerates or decelerates his arm the net angular impulse imparted to 
tae vehicle is zero, During his arm s‘sing the ansular monie7tiga suon 


‘in the fluid flywheel must be changed to maintain the venicle's 2 i_tige 
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but when his arm has stopped the fluid velocity in the loop returns to the 


same value as it was before he started to move his arm. 


2.3 Maneuvering Requirements 


The maneuvering requirements of a space vehicle are normally 
expressed by the time that it takes to complete a rotation of a specified 
angle. Obviously these requirements vary greatly with the mission. A 
manned vehicle that is going to rendezvous and dock must be able to 
change its position faster than a weather satellite. If the size of a ve- 
hicle is known as well as the necessary acceleration for a given ma- 
neuver, the amount of momentum to be transferred to the fluid flywheel 


can be determined. 


2.4 Momentum Storage Requirements 


The flywheel is to be used to cancel rotations caused by dis- 
turbance torques and to supply the necessary torques to maneuver the 
vehicle. As mentioned before some of the disturbance torques are 
eyeilc in nature and do not cause the momentum storage level of the 
flywheel to change from period to period. However within any given 
period there will be a maximum amount of momentum stored in the 
flywheel caused by these torques. In addition to this, it is desirable 
to be able to maneuver the vehicle during this period without having to 
use the auxiliary mass expulsion system to reset the momentum storage 
level. Therefore the total amount of momentum tc be stored in the fly- 
wheel should be greater than the sum of the maximum momentum re- 
quirements due to the cyclic disturbance torques and the momentum re- 
quirements for the most demanding maneuver. With this momentum ca- 
pacity the reset system would only have to be used to dump the net stored 
momentum resulting from cancellation of the disturbance torques which 


have a time average value other than zero for this period. 


Reasonable approximations to the maximum values of momentum 


SF 





eo : 
euomase tor dierent sized vehicles have been determined by summing 
Biemmomentum requirements for the cancellation of the cyclic disturb-— 


ance torques and that required by the various vehicle maneuvers. 





1) K.C. Nichol, Research and Investigation on Satellite Attitude Control, 


General Electric Company, Technical Report No. AFFDL-TR-64-168 
Part II (June 1965), Table 4, page 74. 
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CEAPTER. 3 


SYSTEM WEIGHT 


3.1 General 


A space vehicle is similar to a truck, a plane, or a ship in that 
the smaller the weight and volume of the propulsion and control machin- 
ery the more weight and volume that is left for the pay load. It is there- 
fore of great importance to reduce the size and weight of the attitude 


control system, while providing adequate control. 


3.2 System Weight Optimization 


‘Ine size and weight of the fluid flywheel attitude control system 
mmemoredatly dependent on the size, shape, ‘and mass distribution of the 
vehicle. However once the vehicle has been designed and its principal 
moments of inertia calculated, the maximum momentum storage re- 
Suieements can be determined for each flywheel in the manner dis- 
@ueced in Section 2.4. Any fluid flywheel system that can provide the 
value of BE cls previously determined becomes a possible candidate for 
the minimum weight system. An optimization study can be conducted to 
select the least weight system by using El eee as the only constraint and 
varing all of the other parameters. Section 3.3 discusses the weight of 
the components of the flywheel and how their weight varies as a function 
of the geometry of the flywheel, fluid and materials used in the flywheel, 


and the maximum momentum storage requirement. 


3.3 Component Weights 


The weight of the system can be broken down into the weights of 
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the several components of the system. The components considered here 
are: weight of fluid, weight of tubing, weight of pumping device, weight 
of pumping device motor, and weight of power supply. For tne sake of 

simplicity the loop and tube configurations were assumed to be circular. 


Similar relationships could be derived for non-circular shapes. 


WEIGHT OF FLUID 
%, He ye IDLE 
Weight of fluid = +; bs. (B 1) 


y. in lbs/ft® (weight density of fluid) 
D, , Dz in ft. 
See Figure (3.1). 


For any particular value of D, the weight of the fluid is uniquely 


determined by the tube diameter and fluid density. 


MWintGht OF TUBING 
Weight of tubing = 7° Y,, Dit Dz Ibs. oe 2) 
Yim lbs/ft* (weight density for material in tubing) 


D, , D3, ry oleae Pe 


As shown in Appendix C the tubing thickness can be kept constant 
as the diameter varies. There is some question here as to whether the 
tubing weight should be considered as part of the control system or 
whether it should be part of the structural weight since it can perform 
the dual function. It was felt that it may not always be desirable to have 
the tubing serve as a structural member and therefore it was considered 


as part of the control system weight. 
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PeURE (3, 1) PLYWHEEL CONFIGURATION 
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WEIGHT OF PUMPING DEVICE 


In order to determine the Heh ofthe pumping device and how 
it varies with the system parameters a particular type of pump must be 
chosen, As discussed in Chapter 4, a survey of pumping devices in- 
dicated that the present day pumps are not particularly suited for this 
application. Because of this no particular type of pump was selected 


for the purpose of the optimization study. 


In general, the weights of pumps vary considerably with the type 
of construction and the methods of operation. For example, axial flow 
and centrifugal pumps are generally lighter than screw pumps for the 
eame flow rate. The type of pump that may prove to be the best for 
this application may vary considerably in construction from the more 
conventional types and may be considerably heavier, The weight may 
also vary for the type of fluid chosen. Because of these uncertainties 
and the fact that no particular type of pump was selected, it was de- 
cided to assume a pump weight that would be about the same as a 


cubic block of steel with its sides equal to the tube diameter. 
Weight = 500 D5 lbs. 
Bae me 
It is felt that this weight would always be larger than the weight of any 


fluidic or mechanical pump actually selected. 


The results of the computer study indicated that altnough the 
pump weight affected the total system weight, it had little effect on 
determining the optimum tube diameter. Once more is known about 
the design of pumps to be used in the fluid flywheel a more realistic 
assumption can be made and the weignt of the system more closely 


estimated. 
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Witt OF PUMP NOTOR 


i ee a ee er re ee ae 


Whatever the type of pump that is selected it must be provided 

_ with some type of motor. In electromechanical pumps the magnets can 
be considered as the motor. For the purposes of this study it was as- 
sumed that the pump motor would be a D.C. type. The weight was 
calculated by fitting a curve to actual values of motor weight versus 
motor horsepower given in Reference (1) and assuming an overall pump 


efficiency of 50%. 


O24 
s = : s b ; 
Weight of pump motor 0.468 (Power) MAX lbs 


Power in ft-lbs/sec. 


Vien Or POWER so UP Pi y 


ihe mMowermred urements are exiremely dilticult tasdejer mutes 
Ii it were possible to determine every maneuver and every disturbance 
Pomgue and the time at which they would occur in a mission then the total 
mevount of energy to be supplied could be calculated. From this the actual 
emge oi the power supply could be determined. At present not enough 
information is known to be able to do this accurately. An alternative 
method can be eee to approximate the size of the power supply in 
which it is assumed that the flywheel would only be operating at its 
Mieaxtinum momentum storage mode for 5 percent of the time, During 
Bre Otner Yo percent, the peak required would be about sO percent o7 


tl , giving an average of 15 percent of H Using these as- 


MAX MAX’ 
sumptions the average power would be 19.2 percent of the power re- 


quired for the maximum momentum storage. The weight is calculated 
assuming 0. 225 lbs/watt as a specific weight for the power supply based 
on a compromise between state of the art solar energy sources and 


3) 


larger more sophisticated power supplies. 
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The D.C. motor was assumed to have an efficiency of 95% which, when 
combined with the pump efficiency of 50%, results in an overall efficiency 


of 47. 5%. 


3.4 The Optimization Study 


A computer program was written to determine the minimum 
Single axis system weight for a Class D vehicle, approximately 10 feet 
in diameter and with the largest principal moment of inertia of about 
10000 slug-feet*. The study was conducted to determine how the mini- 
mum system weight was affected by loop diameter, maximum momentum 
storage level, and different fluids. The computer calculated the weight 
for each component using the assumptions of the preceding section and 
Summed them to give the total weight as the tube diameter was allowed 
to vary. For each of the four fluids used, the minimum system weight 
was found for three momentum storage levels, and three different loop 
diameters. The fluids used were mercury, liquid bismuth, Nak (23% 
sodium, 77% potassium) , and water. These fluids were used because 
they provide an extremely large range of density and viscosity. For 
Pmariple, the density of mercury is almost 14 times as large’ as the 


density of Nak. 


The two largest factors in determining the minimum vaWme are 


the fluid weight and the power supply weight. Witn small tube diameters 
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the fluid weight is small and therefore the fluid's moment of inertia is 
small. In order to achieve the momentum storage capacity the fluid's 
merocity must be extremely high. The power losses in the fluid are 
proportional to velocity to the 2.84 power and therefore are extremely 
large, so the weight of the power supply is large. For large values of 
tube diameter the fluid weight is very large, however the fluid velocity 
at the maximum momentum storage mode is small. Therefore by the 
Same reasoning as used ahove, the losses will be small and the power 


supply weight is also small. 


Figure (3.2) shows how the system weight varies with D, for 
one set of input parameters. The effect of the weights of the power sup- 
ply and the fluid mentioned in the preceeding paragraph results in a well 


defined minimum. 


The minimum weight and optimum tube diameter for the different 
momentum storage levels were plotted as functions of loop diameter and 
are shownin Figures (3.3 to 3.10). The results indicate that both system 
weight and optimum diameter decrease with increasing loop diameter for 
all the fluids used. This means that for any given momentum storage re- 
quirement that the larger loop diameter results in a smaller system 
weight. In general the loop diameter will be fixed by the geometry of the 
vehicle. Increasing the loop diameter beyond that of the vehicle may 
cause added weight due to the fact that brackets for fixing the tubing to 
the vehicle would have to be provided. Also since the tubing is attached 
to the vehicle itis part of the moment of inertia of the vehicle, the larger 
its diameter the more it increases the vehicle's moment of inertia. This 
increase in the vehicle's moment of inertia would require a larger mo- 
mentum storage capability. In general it appears that the loop diameter 
Should be chosen as close as possible to the outside diameter of the 


vehicle. 


The results also showed that for any given momentum storage 
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level and loop diameter that using NaK produced the minimum weight 
system. This occurs because the power loss at the maximum mo- 
mentum storage level is proportional to the dehsity and the viscosity 

of the fluid. NaK had the lowest density and viscosity of all the fluids 
used, hence the power supply weight was small. It is felt that actually 
more weight would be saved by using NaK than is indicat>d by the study 
because of the assumptions made for pump weight. At the optimum dia- 
meter for the Nak system the pump weight is a considerable portion 

of the total weight. This assumption was purposely taken to be large, 
however it is felt that a specially built pump for this application could 
be made lighter. This would indicate by itself that NaK is the best of 
the fluids considered, however the optimum tube diameters for the NaK 
Systems were considerably larger than for the others. This would pre- 
sent a problem if the tubing were to be incorporated into the structure 
of the vehicle. If the tubing were to be run exterior to the vehicle the 


added volume would not be a problem. 


feo oummary 


As with any optimization study the results are only as good as 
the assumptions. However the important result here is not the deter- 
mined system weights but the fact that a study like this results ina 
minimum value of system weight at a specific tube diameter. Knowing 
this tube diameter, the loop diameter, and the value for A AX? all 
other parameters in the system are determined. By taking the values 
obtained from this study the flow rate of the fluid can be determined, 
and a type of pump can be selected. Then the process can be repeated with 


more accurate assumptions and a truly cptimum system weight can be 


attaine d. 
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CIEXPTER.4 


PUMEING DiVICisS 


4.1 Cencmal 


The inherent problems associated with the space environment 
require special types of pumping devices for the fluid flywheel. The 
minor problems of pump maintenance here on earth such as replacing 
shaft packing, wear rings, or making adjustments become catastrophic 
problems in space. The normal leakage of most pumps through the shaft 
seals can not be tolerated in a space vehicle. Because of this special 


pumping techniques must be developed for the flywheel. 


A survey of existing pumps was conducted to see if there were 
any pumps presently being manufactured that could be used in the fluid 
flywheel. The ideal pump for the flywheel would contain no moving parts, 
be efficient for all flow conditions, and be capable of providing large 
pressures instantaneously. At the present time no pumps exist which 
satisfy these conditions completely, however the following types of 


pumps appear to have possibilities for future development. 


ae 2 Electrome@enanical Pumps 


_ The electromechanical pump utilizes the motor principle to 
pump fluid. The fluid, which must be a conductor, passes througn a 
magnetic freldmema te conducting a current. Theinterection of tie miei 
produced by the flow of current through the fluid and the maging (ie Treid 


produces forcessacumeon time Ilnid. This) Tl tivhnyaCcelerataerrm 


and flow results. These pumps can operate on alternating or direct 
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current, they have no moving parts, and present no leakage problems. 
The disadvantages of this type are its relatively low efficiency and high 


welght. However, at present they seem to be the most adaptable to the 


fluid flywheel. 


4.3 Mechanical Pumping Devices 


There are numerous types of mechanical pumps but they all 

have several moving parts and almost always have a leakage problem. 
There are several possible ways of eliminating the leakage problem. 
First, placing the pump motor inside the pump wili eliminate the shaft 
sealing problem. The power for the motor would be supplied by con- 
ductors going through the casing; because the conductors are not moving 
they can be sealed easily. Pumps like this are presently manufactured 
and could be used in the flywheel. The disadvantages of this type of pump 
are that the losses are higner due to fluid drag on the motor and that 


there are moving parts which increase wear, decreasing the reliability. 


Another possibility is having the impeller of the pump serve the 
dual purpose of pumping the fluid and acting as the rotor of the pump 
motor. The impeller could be permanently magnetized and driven by a 
field through the casing in a manner similar to brushless D.C. motors. 
Harmonic drive devices could also be used to drive the impeller through 
the casing. Pumps of this type would have no leakage problem because 
there are no mechanical parts penetrating the casing, and they have 
fewer moving parts than conventional designs. Their reliability would 
be almost as good as the electromagnetic pumps and their efficiency 


would probably be much higher. 


4.4 Summary 


The problem of providing a suitable pumping device for fluid 


flywheels is a problem common with all flueric systems. One of the 
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advantages of flueric systems is that there are no moving parts and 
Bewause Ol thisuaimmost no wear. At the present tiine there are no sm 
able flueric power supplies, and therefore these systems are usually 
powered by mechanical pumps or compressors. There is a great deal 
of research being conducted in component design for flueric systems 
and it is felt thatit will just be a matter of time betere a suitable pump 


will be developed. 
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CHAP TERK 5 


Biwi PiLYWHEEL CONTROL SYSTEM 


9.1 Analysis of System 


The flywheel is an accelerating device which applies a torque 
on the vehicle as long as the fluid velocity is changing. The torque 
applied to the vehicle can be analyzed by referring to Figure (5. 1). 

Due to the movement of the fluid in the pipe, local shear stresses are 
set up. The sum of these shear stresses times their moment arm 
produces a torque opposite to the direction of the fluid movement. This 
berque acts as a damping torque and produces the system'Sion natu— 


ral damping. 


The pressure drop across the pump exerts a torque equal to the 
pressure times the area multiplied by its moment arm. The difference 


between these torques is the torque that acts to accelerate the vehicle. 


= a E 
TH T, TS (5.1) 
sh 
es vod’. (5, 2) 
Vv I 
V 


This same net torque acts on the fluid. Therefore the fluid's accelera- 
tion is: T 
a, * > (5. 3) 


The system can be represented as shown in Figure (5. 2) where 
K is the linearized damping constant and takes the frictional losses in 


the loop into account. T_. is disturbance torques. 
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T = Sum of frictional forces times D,/, 
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FIGURE (5.1) TORQUE ACTING ON VEHICLE 
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9.2 Evaluation of Linearized Damping Constant 


The losses in the loop produce a torque equal to the pressure 


drop times the area multiplied by the moment arm. 
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The block diagram (Figure (5.2) ) requires that: 
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Setting Equation (5.4) equal to Equation (5. 6): 


_ 7D, Dz Ap 
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Substituting for Ap and solving for K: 


.84 3,84 .16_.84 .84 
1S .006 7 p, D, L. De 2. 
This would be somewhat different if there were any diffusers 
or restrictions in the pump or inthe loop, however it would still be a 
84 
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9.3 Determination of System Response 


The system as shown in Figure (5. 2) is similar to the one 
proposed in Reference (1). This system was actually built and tested 


by the authors of Reference (1). Although the system works, there are 
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two problems associated with it. First, the system response varies 
greatly with the amount of stored momentum. A command in angle 
change with the fluid at rest has a much less damped response than the 
Same command when the wheel is operating in the momentum storage 
mode and K is higher. Second, an impulse in disturbance torque creates 


a steady state position error. 


Because of these two reasons, the system would hardly be 
adequate for manned missions. The reason for having the system is 
to maintain position and if every small disturbance torque would move 


the vehicle to a new position it would be unsatisfactory. 


An integrating circuit was added to the system to eliminate the 
steady state error, however now the system becomes third order and 
the inherently stable qualities of second order systems are gone. In 
Order to compensate for this, velocity feedback can be addea tote 
system. This results in a modified block diagram as shown in Figure 
fie 5). Ihe closed loop transfer function for this system is: 
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This expression is derived in Appendix D. 


Applying Routh's Stability Criteria: 
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Since the signs of all the coefficients are positive there will be no poles 
in the right half of the s-plane if the prcduct BC is greater than AD. Ex- 


pressing this in terms of the system parameters: 
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lp C18 GI. 
(KI, + GI,C)(—=— + GI,) > (LI) (+) (5.7) 


From Equation (5.7) it is obvious that if a large enough gain for 
C is taken the system will be stable. However, if C is too large the 
system will be overly damped and the response will be very slow. It 
was therefore determined to use a large value for C when K was small 
and to decrease C as K increased. With the aid of Reference (10) the 
appropriate values for C and the gain of the pump (G) can be selected 


hOnolve tiesgesired response. 


By using a multiplicative feedback system C can be varied as 
K changes to keep the response relatively constant for different initial 
fluid velocities. In this manner the response to a step input while the 
system is operating in a low momentum storage mode will look almost 
the same as when the system is operating in a high momentum storage 


mode. 


Suppose it was determined to keep'the coefficient of the s* term 


in Equation (D 6) equal to a constant (B). 


‘Then: | 
(een SD (53) 


in this mammer © cam be determined to be a function of fluidgveleciiy. 


I 
B V . 84 3.84 .16_ .84  . 6&4 


The value of Bh at any particular time could be obtained by 
measuring the pump speed if a positive displacement pump is used. For 
other types of pumps determining the fluid velocity would be more diffi- 
cult, however, mechanical means could always be resorted to. At any 


rate there is some realizable means of measuring fluid velocity which 


can be used in the multiplicative feedback system shown in Figure (5. 4) 
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to determine the appropriate value of C. 


5.4 Analog Computer Simulation 


Because time did not permit, a model of this system was not 
built. However the General Electric Advanced Technology Laboratories 
have constructed a satellite model with a fluid flywheel control system. 
The results of their tests are published in Reference (1). It was felt 
that roughly the same input parameters should be usedin this simula- 


tion so that some comparisons could be drawn. 


The following values were assumed for this studv: 


Mer= 126) cec 
Vv 


Ieee O35 ft-lb sec” 


f 

D, = 4 ft 

D, = 0.03 ft 

G = 40 ft-lb/rad Assumed constant over the entire 


range. Overall pump, power con- 
ditioning and sensor gain. 


Mercury )— tie operating fluid. 


K was approximated as a linear function of O and is shown in 
Figure (5.5) assuming there were no other losses than the frictional 


losses in the tubing. 


These values uniquely determined two of the coefficients in the 
denominator of the transfer function. The other two were determined 
using Reference (10). Figure (5.6) shows how the time constant, na- 
tural frequency, and damping ratios change as the values of K and C 
are varied, iam S.shoavs biow C varies as a function of fluid 


velocity. 


The linearized model was placed on an analog compuicr 2. 
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shown in Figure (5.8). Both amplitude and time scaling were used to 


keep the response within the limits of the computer. 


It was found that the values originally chosen for C were a 
little too large and the responses were overdamped. C was therefore 
decreased sligntly. The new values for C are also shown in Figure 


en). 


An oscillograph recorder was used to plot the results which are 
shown in Figures (5.9 through 5.19). These are the actual plots of the 
recorder, not approximations or tracings. Figures (5.9 through 5. 14) 
show the linearized responses to a step in angle change for different 
initial momentum storage levels. The beauty of the multiplicative 
system is really shown by these responses. Although the natural 
dampening in the system changes by more than a factor of ten the 


responses are almost identical. 


The next two responses, Figures (5.15 and 5.16), show the 
effect of varying the pump gain. In an actual system the pump gain may 
change for different momentum storage levels, however this was not 
taken into account in this study because no particular pump was se- 
lected. Figure (5.17) shows the effect of changing the time constant of 


eae integrator circuit. 


The response to a step in disturbance torque is shown in Figure 
(5.18). This shows a steady state error; the reader is cautioned that in 
reality this is not the case. If a step disturbance were applied eventual- 
ly the system would saturate, stop producing torque, and then the ve- 
hicle would rotate. However, the disturbances will be impulses or 
short pulses and since the analysis shows that there is a constant 
steady state error for a step, there will be no steady state error for 


animpulse. The response to a short pulse is shown in Figure (5. 19). 


The response time appears to be long but the momentum storage 


capability of this system was very small. The moment of inertia of the 
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fluid: was less than 1% of that of the vehicle. If faster responses were 
desired the momentum storage capability would have to be increased. 
As shown in Chapter 3, higher momentum storage requirements re- 
sult in larger tube diameters and in an increase in the fluld's moment 
of inertia and system weight. Therefore, for faster responses, the size 
of the system would have to be increased resulting in increased system 
weight. Because of this it is important to determine the desired speed 
of response early in the vehicle design so that the fluid flywheel will 


not be excessively large. 
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CHAPTER 6 


COMPARISON WITH MECHANICAL FLYWHEEL 


6.1 General 


As was stated in Chapter 1, the theory of operation of the fluid 
flywheel is directly applicable to that of the mechanical flywheel. In- 
stead of using a fluid, the angular momentum is storedina solid and 
the pump is replaced by a motor. Although no complete study was made 
of mechanical flywheels, some of the relative merits of their applica- 


tion to attitude control of space vehicles are discussed here. 


6.2 Comparison of Weights 


The momentum storage capacity of a mechanical flywheel is the 
product of its moment of inertia and its angular velocity. From this it 
is obvious that a large capacity can either be achieved by having a large 
moment of inertia or by having an extremely large angular velocity. This 


is the same as in the case of the fluid flywheel. 


In determining the optimum amount of fluid to be used in the 
fluid flywheel a trade-off exists between the amount of power to be used 
and the weight of the fluid. With the fluid flywheel the power losses are 
extremely high at large angular velocities and therefore the optimum 
weight was achieved by keeping the angular velocity of the fluid re- 


latively small. 


The only losses associated with the mechanical flywheel operat- 
ing in an evacuated environment are the frictional losses that occur in 
me bearings, Intuitively.it can be seen that these losses will 58 con- 


siderably smaller than those associated with the fluid. Therefore, it 
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appears that a relatively light flywheel could be used at a very high rpm 
to achieve the desired angular momentum capacity. Because of this it 
is felt that the combined weight of a power supply and the flywheel would 
be less than the combined weight of the same components in the fluid 
system. It is felt that the weight of the motor and the associated gear- 
ive ot the mechanical flywheel system would be no more than the weight 
of the pump and its motor in the fluid system. The weight of the sensors 
and control circuits would appear to be about the same in both cases. 
Therefore, it appears that the total system weight of the mechanical 
flywheel system would be less than the total system weight of the fluid 


flywheel system for equal momentum storage capabilities. 


Reference (1) makes a comparison of the weights of a fluid fly- 
wheel and a mechanical flywheel for a particular maximum momentum 
storage level and finds that the total system weight would be about the 
same. This report uses brass as the material in the mechanical flywheel 
and mercury in the fluid flywheel. Brass is a poor choice of material 
for storing angular momentum. It is felt that if a material with a higher 
strength density ratio were used in such a comparison that the mechanical 
flywheel weight would be reduced. Appendix E discusses the merits of 
using materials with high strength density ratios for momentum storage 


devices. 


6.3 Disadvantages Associated With Mechanical Flywheels 


Although mechanical flywneels appear to be lighter than a com- 
parable fluid system, there are many inherent disadvantages associated 


with them. 


The mechanical flywheel requires bearings, a torque motor, and 
possibly some type of gearing which are all wearing parts. On the other 
hand, fluid systems have much fewer mechanical moving parts and 
therefore have greater reliability and life than the mechanical systems. 


The frictional levels in fluid flywheels, especially when operating at low 
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momentum storage modes, may be smaller than those associated with 
the mechanical flywheel. This enables the fluid system to provide both 
coarse and fine control with the same flywheel. However, most of the 
systems proposed using the mechanical system require a large flywheel 
for coarse control and a small one for very precise control around a 


desired position. 


The geometry of the mechanical flywheel requires that it occupy 
some of the space near the center of the vehicle unless it is located out- 
side the vehicle. Locating it outside the vehicle would introduce addi- 
tional bearings and other associated mechanical problems, again de- 
creasing its reliability. Before any valid conclusions can be drawn as to 
whether the mechanical or fluid flywheel is better, a thorough compa- 


rative study should be conducted. 


Seed 





CHAPTER. 


CONCLUSIONS 


7.1 General 


The fluid flywheel system appears to be a feasible means of 
attitude control for space vehicles. Its principal advantages over other 
momentum storage devices are its reliability and that its geometry does 
not require the valuable space erie near the center of the vehicle. It 
is felt that the following trends about fluid flywheel attitude control have 


been established by this investigation. 


1.) The system weight is minimum with fluids of low 


density and low viscosity. 
2.) Low density fluids require larger system volumes. 


3.) Good system response can be obtained for a large range 


of momentum storage levels by using a multiplicative feedback system. 


4.) The system can provide attitude control with no steady 
state position error in the presence of impulses or short pulses in dis- 
turbance torques provided that the maximum momentum storage capa- 


bility of the system is not exceeded. 


o>.) The minimum system weight is a strong function of the 


maximum momentum storage capability of the system. 


7.2 Other Applications 


1.) A small portable fluid flywheel system could be built 


and attached to people or equipment in the space environment to provide 
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attitude control on a temporary basis. 


2.) The attitude of deep diving vehicles could be controlled 
by this means. Presently the attitude of submerged vehicles is con- 
trolled by fins, trim tanks, and propulsion devices, however the fluid 
flywheel might have a future application. The tubing could be mounted 
external to the pressure hull and be fitted with a fluid less dense than 
water. This could supply buoyancy to the vehicle and at the same time 
provide the necessary attitude control, while not using the valuable 


Space inside the pressure hull. 


7.3 Recommended Areas of Future Study 


During the course of this investigation many areas of interest 
about which little information is known were uncovered. Because the 
scope of this study was limited these areas were not intensely pursued; 
however it is felt that efforts in these areas wouid provide valuable in- 
formation for future development of fluid flywheel attitude control sys- 


beans . 
1.) Disturbance torques - 


Although a great deal of work has been done investigat- 
ing the size and frequency of occurence of disturbance torques, only 
rough estimates of the momentum storage capacity for the fluid fly- 
wheel are possible. It is felt that more effort should be devoted to the 
determination of the magnitude of the cyclic and non-cyclic disturbance 
torques. The size of these torques affects the momentum storage capa- 
city of the flywheel and therefore the total system weight, as well as 


the size of the auxiliary mess expulsion system. 
2.) Dumping stored momentum - 


The fluid losses are large when the system is operating 
in a high momentum storage mode, requiring large power consumption. 


It is desirable to develop an effective means of dumping stored momentum 
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without using the auxiliary mass expulsion system. This would result in 
a smaller power supply and reduce tne size of, or possibly eliminate, 
the auxiliary mass expulsion system. This could possibly be done by 
placing the vehicle in an attitude in which a predicted disturbance torque 


would be counteracted by a deceleration of the fluid in the flywheel. 
3.) Nondimensionalized information - 


It would be of assistance to the designer if the type of 
information in this report could be nondimensionalized and presented 
in graphical form. The speed of response, natural frequencies, and 
other system parameters may be able to be plotted as functions of the 
momentum storage requirements and the weight of the flywheel re- 


lative to the weight and moment of inertia of the vehicle. 
4.) Pumping devices - 


It is felt that the future applications of this system are 
greatly dependent on the development of an effective way to pump the 
fluid. A thorough investigation of the techniques mentioned in Chapter 
4 and other feasible means of pumping fluids should be conducted, 


keeping in mind the necessity of few moving parts and no leakage, 
9.) Comparative Study - 


A thorough study comparing the fluid and mechanical 
attitude control systems should be conducted. The study should in- 
vestigate the recent developments of high performance flywheels con- 
structed of glass-reinforced plastic or beryllium and which use gas 
bearings instead of the more conventional types. If these flywheels 
could be used in the control system the size of the power supply could 
be reduced. These flywheels are presently being developed to replace 


conveitional catapults on aircraft carriers. 
6.) Magnetic fluids - 
Quite recently a great deal of work has been done in- 
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vestigating fluids which exhibit magnetic properties. These fluids can 
be attracted by magnetic fields. Possibly these fluids could be used in 


a fluid flywheel application being pumped by magnetic fields. 
7.) Combined power supply and control system - 


There are several power supplies being developed for 
use in space which are classified as Solar Dynamic and Nuclear Dynam- 
ic systems. These devices use either solar or nuclear radiation to heat 
a two phase fluid which drives some type of vapor turbine coupled to an 
electrical generator, thus producing power. It may be possible to use 
this fluid in the fluid flywheel to produce the control torques and at the 
same time the flywheel could serve as the condensor for the vapor cycle. 
Some of these systems have specific weights of less than 0. 1 lbs/watt 
making them an attractive power supply. This coupled with the fact that 
the fluid would serve a dual purpose would make the combined power 


supply and attitude control system weight relatively low. 
8.) Optimization of dynamic performance - 


A study similar to the one in Chapter 5 snould be con- 
ducted considering all three axes at the same time. The interaxis coupl- 
ing effects produced by movements about one axis will act as disturbance 
torques about the other axes, The magnitude of these torques is depend- 
ent upon the vehicle geometry and mass distribution, loop configuration, 
and the momentum storage levels in the loops. The entire system should 
be optimized to obtain good responses considering these dynamic inter- 
actions of the loops as well as the dynamic affects of momentum dump- 


ing. 
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APPENDIX A 


L@25r5 IN LOOP 


The losses in the loop consist of the following: the frictional 
losses due to the interaction of the fluid and the tubing, losses due to 
any restrictions in the loop, and losses directly associated with the 
pumping device. Assuming that the loop is of circular configuration, 
that there are no restrictions in the tube, and that the losses associated 
with the pump are included in the pump overall efficiency, the losses 


can be calculated as a function of fluid velocity. 


The pressure drop for a length of pipe using the Darcy-Weis- 


bach form is given by the following: 


fl v? 
re? es 


x = 
g 


substituting 1 for a circular configuration of diameter D,: 


fy 7D, V* 
pe ee (A 2) 


2D, g 
The values for Ap for different fluids for the range of velocity from 
0 to 25 feet per second are shown in Figure (A.1). These values were 
obtained using an estimate of the tube diameter to be used in the optimi- 
zation study. The diameters were estimated by keeping the moment of 
inertia of the fluid constant as the density of the fluid was changed. The 
values used here are actually quite close to the values obtained in the 


Gotimization study for H = 10000, and D, = 10. The friction fac- 


MAX 
tors were obtained using figures for a smooth pipe from Reference (8). 
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FI GURE (A.1) PRESSURE DROP IN LOOP 
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For the purposes of the optimization study it was desirable to 
develop an analytic function for the friction factor. It was found that 
for all of the fluids, through the range, that the [riction factor imgies 
the Reynold's number raised to the 0.16 power was a constant. See 


tables (A-1 through A-4). 


To allow for a factor of safety to make sure that the losses were 
not being underestimated this constant was increased slightly and in the 


rest of the study the friction factor was assumed to be: 


Fe ee (A 3) 


oa6 
Re 
This corresponds quite closely to the approximation given in 
Reference (9) if the constant is divided by four. 


. 046 


Re’ 





The factor of four is introduced because the fraction factor is 
defined differently, (Moody), and changes nothing as long as the factor 


is used with the appropriate definition. 


Substituting 





and the friction factor approximation in (A 2): 


0483 p 84 Di ae ns 16 oe 84 
Sa a (0 # © 9 (A 4) 
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20 


20 
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TABLE A-1 


Progseoukis DROP IN LOOP 
Tit netiby TUBESDIA .d4oate(SMOOTH PIPE) 


Re f Ap #) ey2 Re’ 16 . Re’ 16 
2. 81x 10° .0145 17.4 7. 45 Blas! 
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TABLE A-2 


PRESSURE DROP IN LOOP 
BISMUTH DIA 


ee 20" ft. (USING S100 Prarie) 
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TABLE A-4 


PRESSURE DROP IN LOOP 
Wali ela = 1.275 it. (USING SMOOTH PIE) 
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APPENDIX B 


COMPONENT WEIGHTS 


Fluid Weight 


W = (%) (Volume) 
iO ial Oe 
J a ae om 


Tubing Weight 


Tubing thickness = t a constant (See Appendix C) 


assumed .01 inches 


| (B 2) 
Wo =o et Mis 
Weight of Power Supply 
assuming: average power =.2 POWED) ax 


1) 


specific weight . 225 lb/ watt 


Pa Ap) (B 3) 
f % 7 Dey ° 
P = “Sees Q) (B 4) 
2 
where Q = aad 
ine p, Pi Dz ve 
8 
V = a8. (B 6) 
fz? s 3 
vie Pe D, IDE G) 
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From equation (A 3) 








ee 
if = “at ’ 
Re 
where 
Re = (2+) = (=a 218) 
v 2v 


eaostituting (B 7) for F: 


et) eae OE SOs 3.84 


64 oe 


Rie mee Go are 24025 
Vv W 


(B 8) 


Maximum power will occur with maximum re for specific value of 


lel : 
MAX . _ TAX 
MAX I. 


Assuming circular configuration for the fluid loop: 


— mDz D> Ps 
f 16 
Substituting (B 10) in (B 9) 
16H 


i ‘ MAX 
MAX 1 IDS D, p f 


Substituting (B 11) in (B 8) 
Palit 2.84 
.O7T37 yp Hr AXx 
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MAX 1. 84 p2 84 D, g 
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(Vos ; 
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16 Py tS: 
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Weight of pump motor 
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(B 10) 
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Fitting the curve from Reference (1), and assuming pump Is 50% 


efficient, 


Weight of Pumping Device 


WwW = 50GeDe (B 15) 
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APPENDIX ¢€ 


DETERMINATION OF TUBING THICKNESS 


Assuming that the tubing is not going to be a structural member of 
the vehicle the stresses caused by the fluid will determine the tubing 
thickness. The maximum stresses will occur during lift off or during 
the maximum momentum storage mode. Here it is assumed that the 
vehicle control system is not in use during lift off, so that the larger 


of these controls the tubing thickness, 


During Lift Off 


For large loop diameters and small tube diameters the tubing can 
be approximated as a circular beam. Under normal circumstances the 
loading is just the weight per foot of tubing. However during lift off, 
due to the acceleration of the vehicle, the loading increases. The load- 


ing is equal to the mass times the acceleration. (See Figure C. 1) 


Force 7 Ma 
Unit length Unit length 
2 
Ww = 72293 (C 1) 


Assuming that the tubing is supported by clamped supports a distance 
l apart and that D, is large relative to Dz, so that the beam can be con- 
sidered straight between the supports, the bending moment can be cal- 
culated as follows. The maximum bending moment occurs at the clamped 


supports. (See Figure C. 2) 
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FORCES ON ELEMENTAL MASS 
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TUBING CROSS SECTION 





BIGURE (C.,1) 
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FAGURE (C. 2) LOADING ANALYSIS 
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The maximum stresses from this are in the fibers on the upper and 


lower surfaces of the tubing. 


M 
2c Tas 
2 ee, alll 
where 
4 4 
Pee. Goan Gi 
Z = 35 _, ——~ ) (C 4) 
substituting for t, 
4 4 
i T Dz oe 5) ra 2 t) 
Za mas —= ) (6-5) 


Expanding the second term, 


r , De-(De- 8D-2t + 24D, 2t? - 32D, t? + 16t*) 
TZ, es (8 +4 OOO") 
32 ie) 
(CrG) 
1 16t4 
= ee 2 ~ 2 eaten Cebee al 
Z = gs ( 8D,*t - 24D,t? + 329 - =~) (C 7) 


2 


since tis small, all the terms involving t raised to a power higher 


than one are neglected. 


Vie A Det (C 8) 
M 
on = am - Ce 9) 
ii Dt 
Substituting for M,. 
ey ee Dee roy ell 
t LZ DW. t 
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2p a . ne 


Using this approximation the stress caused by bending is constant 


for any diameter. 
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Shear Stresses in Tubing 


The maximum shear stresses in the tubing will occur at the supports 


and will occur in the fibers half-way down the sides of the tubing. 


_ VQ 
i = ib Ce 11) 
where bis the thickness 


Q is the first moment of area above the section examined with 
respect to the neutral axis 
Iis the moment of inertia of the entire section 


V is the shear force acting on that section. 


From Figure (C.2) V is equal to wi/2 


oo. fi De oe! 

8 
Q = 2D, 

4 x 
I = =5 (GB). P= D, ) 


Using the same expansion technique as used in (C 6), 


i woe Bye (eei2) 


Suostituting into (© 11), 


pT Daa | (t Dz ) 
noe D.? +t (2t) 
r= Bat y (eas) 


Again this is independent of the tube diameter. 


The maximum normal stress may occur some place in the tubing 
between the location of the maximum tensil stress and the maximum 


shear stress. This also, with the approximations made above, vill bo 
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independent of the tube diameter. 
Maximum Stresses During Momentum Storage Mode of Operation 


When the fluid is being pumped at its maximum velocity it produces 
two types of loading onthe tubing. First, since the pump output is at 
the maximum pressure the hoop stresses will be maximum. Second, 
since the fluid velocity is maximum it produces the maximum centri- 


fugal loading causing bending moments on the tubing. 


The bending moments are handled in exactly the same manner that 
they were handled in the lift off case except that the uniform loading 


2 | 
is and now the tensil stresses are rotated 90 degrees. 
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Maximum Shearing Stress 


2 
vo. 64 HAX 1 
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- 3a _ Ape 
S = A ro (Gray) 
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The maximum normal stress, the resultants of (C 14), (C 20), and 
(C 22) has to be determined using a Mohrs Circle, however it is obvious 


that this will decrease rapidly with increasing tube diameter. 


Summary 


It is not obvious here whether the stress during life-off or the stress 
during maximum momentum storage will govern the tubing thickness. 
- This would depend on the actual amount of momentum to be stored and 

on the acceleration of the vehicle during lift off. However it can be seen 
that if the thickness for the minimum tube diameter is satisfactory, it 


will be satisfactory as the tube diameter is increased. 


These stresses were calculated for the case of tubing filled with 
mercury at its optimum tube diameter and supported every foot. It was 
found that for BE ance = 10,000 ft-lbs-sec”, if stainless steel were used 
for the tubing, the thickness was only a few thousandths of an inch. 
Because of this the actual thickness of the tubing might be imposed by 


manufacturing limitations. For the purpose of this study it was assumed 
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to be constant. Materials with high strength density ratios are the best 
materials to use for the tubing for the purpose of reducing system 


weight, making stainless steel and fiberglass excellent for this purpose. 
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APPENDIX D 


DiEihe A TrON OF SYSTEM FUNCTIONS 


Referring to Figure (5.2) and Figure (5. 3) the frictional feedback 


ijop can be reduced to: 





K (D 1) 
1 AP — 
f 
Wais Simplifies to: 
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Koos I. Ss 


Incorporating this into the velocity feedback loop it becomes: 
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Adding in the position feedback loop: 
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Simplifying: 
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Steady State Error 


In a similar manner the error function for inputs for Th is derived 
to be: 
™ 2 : 
na Ty (L, © S + (CK + 1,)s + K ) 
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For an impulse at Th and using the final value theorem: 


lim sF(s) = F(t) at infinity 
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Error for Step Input at e 








It is obvious that for inputs at aq the steady state error is zero 


because of the free integration in the forward loop. See Reference (6). 
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APPENDIX E 


MATERIALS FOR MECHANICAL FLYWHEEL 


The limit on the momentum storage capacity for a mechanical flv- 
wheel of any configuration is imposed by the strength of the materials 
used inits fabrication. This occurs because the limiting speed is de- 
termined by the working stress of the material. The stresses may be 


analyzed by considering a thin Loop as shown in Figure (E. 1) 


For equilibrium: 


a(T sin $= 0? r dm ( F 1) 


If the loop is large and dp is small, then: 


. dao _ do ; 

sin 9 = 7 (E 2) 
dm= pArdg ee) 
Therefore: 
2a e. w?r? 9 A dg 
ap 

a a 4 

w? x BA ( E 4) 


= is the stress in the material. 


If the maximum working stress is taken to be 5S, then: 
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tensile force 
Cross sectional area 
= Mass density of material 
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FIGURE (E.1) FORCES ACTING ON MECHANICAL FLYWHEEL 
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Therefore: 
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mererence (11) derives an expression similar to Equation (@) 5) 1er 


disks of uniform stress. 
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From this it is obvious that with materials with hi gh strength 
density ratios make the best mechanical flywheels for storage of 
angular momentum. Materials such as glass-reinforced plastic or 
beryllium, although they are less dense than brass or steel, have 
much higher working stress limits and therefore flywheels made from 


these materials are more suited for this purpose. 
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APPENDIX F 


Bist OF SY visors 


Angular momentum 

Moment of inertia of vehicle 
Moment of inertia of fluid 
Angular velocity of vehicle 
Angular velocity of fluid 
Angular position of vehicle 
Angular position of fluid 
Fluid flywheel loop diameter 
Tubing diameter 

Specific weight of fluid 
Specific weight of metal 
Tubing thickness 

Density of fluid 

Dynamic viscosity 
Kinematic viscosity 

Fluid velocity 

Laplace Operator 

Pump torque 

Loop losses torques 

Net torque 

Pressure drop in loop 
Linearized feedback constant 


Pump gain 


Darcy- Weisbach friction factor 


Reynolds number 


Bees uae 


ft-lbs/sec 
ft-lbs-sec” 
ft-lbs-sec? 
rad/sec 
rad/sec 
rad 

rad 

ft 

ft 

Ibs/ft* 

Ibs /ft® 
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Ibs-sec? fet? 
Ibs-sec/ft* 
ft? /sec 
ft/sec 
1/sec 
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ft-lbs 
ft-lbs 
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ti-ibSs-sec 
ft-lbs/rad 
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Weight 

Power 

acceleration 

angular acceleration 


Maximum working stress 
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